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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of cla.ms m the 

application: 
Listing of Claims: 

1. (Canceled) 

2 . (New) A communication method for transmission of datagram protocol data 

units comprising: 

receiving at least one datagram protocol data unit; 

removing a payload portion of the at least one datagram protocol data unit; 
forwarding a size of the payload portion of the at least one datagram protocol 

data unit; , 

separately communicating a payload of the at least one datagram protocol data 

unit from; 

reconstructing the at least one datagram protocol data unit; and 
forwarding the reconstructed at least one datagram protocol data unit. 

3 . (New) The method of claim 2, wherein the reconstructed at least one 
datagram is forwarded to a local network oriented application. 

4. (New) The method of claim 2, further comprising determining the size of the 
at least one datagram protocol data unit. 

5 . (New) The method of claim 2, wherein the payload portion is an application 
level protocol data unit. 

6 . (New) The method of claim 2, wherein the payload portion is switch 
provisioning information. 
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7 . (New) The method of elaim 2, wherein forwarding the size of the payload 
portion is a server process. 

8 . (New) Theme.hodofc.aim2,ft lrt hercompnstaggenera,ingthea..=as,one 
datagram protocol data unit. 

9 . (New) The method of claim 2, wheretn .he forwarding and communicating 
are performed using a TCP/IP transport protocol. 

,0. (New) A communication device that processes a. leas, one datagram protoeol 

data unit comprising: 

an interface that receives a. leas, one datagram protocol data umt, 

a datagram servtce mechanism configured to remove a payload portion of the 

at least one datagram protoeol data unit; „;„„„ f ,heat 

a communications devrce ,ha, forwards a size of the payload porhon of *e 
,eas, one datagram protoco, data unit and separately communicates a payload of the a, leas, 

one datagram protocol data unit; and 

a counterpart datagram service mechauism configured to re— .he a. 
,east one datagram protocol data unit and forward me reconstructed a, least one datagram 
protocol data unit. 

n . (New) The system of claim 10, wherein the reconstructed at least one 
datagram is forwarded to a local network oriented application. 

12 (New) The system of claim 10, wherein the datagram service mechanism 
further determines the size of the at least one datagram protocol data unit. 

13. (New) The system of claim 10, wherein the payload portion is an application 
level protocol data unit. 

14 . (New) The system of claim 10, wherein the payload portion is switch 
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provisioning information. 

15 . (New) The system of claim 10, wherein a server process running on the 
communications device forwards the size of the payload portion. 

16. (New) The system of claim 10, further comprising application software 
adapted to generate the at least one datagram protocol data unit. 

17 . (New) The system of claim 10, wherein the forwarding and communicating 
are performed using a TCP/IP transport protocol. 

18. (New) The system of claim 17, wherein UDP protocol data units are 
communicated using the TCP/IP transport protocol. 

19. (New) The system of claim 17, further comprising a UDP to TCP process and 
a TCP to UDP process. 

20. (New) The system of claim 19, wherein the UDP to TCP process and the TCP 
to UDP process are adapted to be a server process. 
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